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• Complies to USB standard 2.0 
• Super fast charging
• Cost saving thanks to fewer contacts

Pin Out Table

Pin Signal Mating 
Sequence Pin Signal Mating 

Sequence
A1 GND First B12 GND First
- - - - - -

- - - - - -

A4 Vbus First B9 Vbus First

A5 CC1 Second B8 SBU2 Second

A6 Dp1 Second B7 Dn2 Second

A7 Dn1 Second B6 Dp1 Second

A8 SBU1 Second B5 CC2 Second

A9 Vbus First B4 Vbus First
- - - - - -

- - - - - -

A12 GND First B1 GND First

SHELL GND SHELL GND

• Vbus 3A (A4, A9, B9, B4)
• V Conn 1.25A (B5, A8)
• Ground 4.25A (A1, A12, B1, B12)
• others 0.25A

USB4085 - a USB Type-C connector with 16 
contacts instead of the standard 24, is capable 
of super fast charging whilst still retaining USB 
2.0 specification for power management.
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View Part Online

Vital Stats

https://gct.co/connector/usb4085
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1  Double-layer stainless steel shell
2  16 Through-Hole Contacts
3  4 Shell Stakes
4  USB Type-C interface       
5  10,000 mating cycles
6  Less than 10mm overall length

8.95mm

2.10mm

5.56mm

View Full Drawing Online

Plan View

https://gct.co/files/drawings/usb4085.pdf


USB4050 / 4060
• 24 Pin USB 3.1 Type-C Horizontal Receptacle
• Long (4050) & Short (4060) body options
• 3.42mm profile, Mid mount, Hybrid PCB mount
• Outer shell stakes & Locating peg

USB4070
• 24 Pin USB 3.1 Type-C Vertical Receptacle
• 10.50mm profile, Top mount, Surface mount
• Outer shell stakes & Locating peg

USB4055 / 4065
• 24 Pin USB 3.1 Type-C Horizontal Receptacle
• Long (4055) & Short (4065) body options
• 3.46mm profile, Top mount, Hybrid PCB mount 
• Outer shell stakes & Locating peg

USB Type-C Range

View Connectors Online

https://gct.co/usb-connector/usb-c
https://gct.co/usb-connector/list?style=Type%20C&mountposition=Mid%20mount
https://gct.co/usb-connector/list?style=Type%20C&mountposition=Top%20mount
https://gct.co/connector/usb4070
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